
This state-of-the-art system manufactured exclusively by Water Doctors is individually 
engineered based on your families unique water conditions.
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Water Doctors Infinity™ Twin SyncTech™
Whole House Water Filtration System

Water Doctors Infinity™ Twin SyncTech™ system has two 

synchronized conditioning tanks that provide soft, 

chemical-free, ultra-filtered water twenty-four hours a day, even 

during the regeneration cycle. When one tank is exhausted, the 

other is activated to continue softening your water. The 

exhausted tank is cleaned with the conditioned water produced 

by the on-line tank for maximum results. Receive the benefits of 

filtered & conditioned water throughout your entire home. 

SyncTech™ control is so efficient it uses less than 5 cents of 

electricity per month. Other twin tank systems on the market 

rely on kinetic energy and countless internal parts to operate. 

They are susceptible to hard water corrosion, making them less 

efficient and more expensive to operate and service.             

POWERED BY:

• Hardness & Iron Removal

• Taste and Odor Removal

• Chlorine Removal / De-chlorination

• VOC & TOC Reduction

• Chloramines Removal

• VOC Reduction / Remediation

• Color & Turbidity Removal

• Hydrogen Sulfide (Rotten Egg Odor) Removal

Features of Water Doctors™ Twin SyncTech™
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Maximum Peak Flow Rate
(LPM/USgal)

Maximum Continuous Flow Rate
(LPM/USgal)

Minimum Temperature (ºC/ºF)

Maximum Temperature (ºC/ºF) 

Approximate Flush Volume
(Liters/USgal)

Typical System Efficiency*

Chlorine Reduction

Chloramines Removal**

Chemicals Removal**

THMs & THCs Removal**

Hardness Removal

Max 112/28

128/32

>0/32

<38/100

112/35

95%

100%

>99%

>99.999%

>99.95%

99.99%

Infinity™ Twin SyncTech™ Specs

*Depends upon model, water quality, and

  flow rate.

**Please see certification and testing data. 

High performance micropore 

steam-washed coconut-shell carbon

NEW! Infinity Water Technologies™ introduces Beyond Filtration with enhanced 

coconut-shell based carbon and KDF. This exclusive new product combines the 

benefits of (stratified) high performance micropore coconut-shell carbon to maintain 

the top of the media bed, giving a greater surface area for removal of taste, odor, 

chlorine, and organic substances through adsorption. Combining a proven 

Bacteriastatic Media Inhibitor KDF, it protects your media bed and enhances the 

performance of the carbon and ion-exchange media for a longer media life. 

Infinity Water Technologies™ with Beyond Filtration was engineered to combine water 

softening and filtration in one system for high quality water and whole house filtration.        


